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@ Skylake Microarchitecture & Technology

« Next generation microarchitecture
14nm process technology
« Code name Skylake
« Skylake CPU
LGA1151
« DDR4-2133MHz @1.2V, 2DPC
*  4x DIMM socket.
64GB memory capacity
« 2PCH chips
« C232, C236
There is no C234
+  *C236 flexible I/O supports
Up to 20 Gen 3 PCle lanes”
Up to 8 lanes of SATA 3 @ 6Gb/s”
Up to 10 USB3 lanes’
« Upto 14 USB2 lanes’
All Gen3
« All PCle slots are PCle 3.0 (8GT/s)
« All SATA ports are SATA 3.0 (6Gb/s)
+ Next Gen Graphics Arch
GT4e with greater 3D perf vs. BDW
« DX'15, OCL 2.X, OGLS5.X
« Intel Launch ETA
« Q415
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semace X111 SVR Motherboards Spec Matrix

SKU FF |PCH PCle 3.0 Slot|USB3 |USB2 |SATA3|IPMI|NM | Max Mem [Special Features # LAN
X11SSH-F  |[UATX |C236 1 x8 (in x16), 1 x8, 1x4 (in x8)| 5 6 8 Y | Y 64GB  |PCle3 M.2 (2280), VHD 2x1G
X11SSH-LN4F JuATX [C236 1 x8 (in x16), 1 x8, 1x4 (in x8)] 5 6 8 Y | Y 64GB  |PCle3 M.2 (2280), VHD 4x 1G
X11SSA-F  |ATX |C236 1x8 (inx16),1x8,1x4(inx8) 5 6 6 Y | Y 64GB |4 x PCI-32 (5v), PCle & SATA M.2 (2260, 2280, 22110) | 2x 1G
X11SSi-LN4F |ATX [C236 1x8 (inx16), 1x8,1x4(inx8)| 5 6 6 Y | VY 64GB  [PCle3 & SATA3 M.2 (2260, 2280, 22110) 4x 1G
X11SSL-CF  |uATX |C232 | 1x8 (inx16), 1x4 (inx8), Ix1 (inx2) 5 6 6 Y | N 64GB  |Onboard SAS3 12Gb/s (LSI3008) 2x 1G
X11SSL-nF  |UATX [C232 | 1x8 (inx16), 1x4 (inx8), Ix1 (inx2)| 5 6 6 Y | N 64GB  [2x PCle3.0 NVMe SSD 2x 1G
X11SSH-CTF [UATX |C236 2x4 (inx8),1x4 5 6 6 Y | Y 64GB  |LSI3008 SAS3, PCle3 & SATA3 M.2 (2260, 2280) 2x 10G|
X11SSH-TF  |uATX |C236 2x4(inx8),1x4 5 6 6 Y | Y 64GB  |PCle3 & SATA3 M.2 (2260, 2280) 2x 10G
X11SSL uATX |C232 1 x8 (in x16), 1 x8, 1x4 (in x8)] 5 6 6 N N 64GB  |(Lowest cost) 2x 1G
X11SSL-F uATX |C232 1 x8 (in x16), 1 x8, 1x4 (in x8)| 5 6 6 Y N 64GB  |(Lowest cost) 2x 1G
X11SSM UATX |C236 1 x8 (in x16), 1 x8, 2x4 (in x8) 5 6 8 N | N 64GB  |(Most popular) 2x 1G
X11SSM-F  [uATX |C236 1 x8 (in x16), 1 x8, 2x4 (in x8)] 5 6 8 Y | Y 64GB  |(Most popular) 2x 1G
X11SSW-F  |WIO |C236 1x16 (in WIQ), 1 x4 (in x16)] 5 6 6 Y | Y 64GB  |PCle3 + SATA3 M.2 (2260, 2280, 22110) 2x 1G




